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AC Outlet Strips
ACS & RAC Series

ACS-1

Application

Install Atlas Sound outlet strips in equipment cabinets and consoles for 
convenient AC electrical con nec tions. Units may be used in conjunction 
with Atlas Sound fan as sem blies and power panels to provide a 
complete cooling and AC power distribution system.

General Description

ACS-1/ACS-1A/ACS-2A. Outlet strip includes six grounded duplex outlets 
for installation in equipment cabinets with vertical panel space greater than 
363⁄4". May be used in conjunction with Atlas Sound fan assemblies and 
power panels to provide a complete cooling and AC power distribution 
system. Includes hardware. Finished in black epoxy. Dimensions are 363⁄4" L 
x 25⁄8" W x 15⁄8" H (933.45mm x 66.7mm x 41.3mm).

RAC-5/RAC-9. Slimline outlet strips provide convenient electrical access 
without utilizing valuable cabinet space. Compact housing installs between 
cabinet side panel and mounting rails to the horizontal frame. Housings are 
finished in black epoxy. Dimensions for the RAC-5 models are 161⁄8" L x 11⁄2" 
W x 2" D (409.6mm x 38mm x 50.8mm). RAC-9 models measure 241⁄4" L x 
11⁄2" W x 2" D (615.9mm x 38mm x 50.8mm).
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Specifications

ACS-1

Outlets 12 (6 Duplex)

Outlet Rating 15 Amps

Power Connection 6' Power Cord

Mounts Cabinets With P.O. Greater Than 363⁄4"

ACS-1A

Outlets 12 (6 Duplex)

Outlet Rating 15 Amps

Power Connection 6" Pigtails

Mounts Cabinets With P.O. Greater Than 363⁄4"

ACS-2A

Outlets 12 (6 Duplex)

Outlet Rating 20 Amps

Power Connection 6" Pigtails

Mouts Cabinets With P.O. Greater Than 363⁄4"

RAC-5

Outlets 5

Outlet Rating 15 Amps

Power Connection 6' Power Cord

Mounts Cabinets With P.O. Greater Than 161⁄4"

RAC-9

Outlets 9

Outlet Rating 15 Amps

Power Connection 6' Power Cord

Mounts Cabinets With P.O. Greater Than 241⁄4"

Architect and Engineer Specifications 

Each equipment rack shall incorporate an Atlas Sound Model __________ 
(ACS-1, ACS-1A, ACS-2A RAC-5, RAC-5B, RAC-9, RAC-9B) AC Outlet 
Strip or approved equal for proper AC power termination. Each 
strip shall include ___________(6 UL Listed duplex, 5 or 9) 15 amp 
grounded receptacles, six foot three-wire cord and mounting hardware. 
Construction shall be heavy gauge steel with black epoxy finish.


