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ASP-MG2240S
LED Diffusion “Enhanced Privacy In Use” Sign

Features

• Clear Illumination Graphics
• Energy Efficient
• Long Lasting LED Design
• Wall Mount or Fits on a Single Gang Electrical Box
• Multi Orientation Mounting
• Low Voltage Design 10V DC

Applications

• Office Lobby Areas
• Conference Rooms
• Medical Facilities
• Pharmacies

General Description

The AtlasIED ASP-MG2240S Enhanced Privacy sign is used to inform 
the public that a Sound Masking system is in use for their security while 
having a private conversation. This wired privacy sign is designed to be 
integrated with the AtlasIED ASP-MG2240 Sound Masking Controller.

The ASP-MG2240S is a DC voltage powered Acrylic LED Diffusion type 
sign featuring a multi functional mount with an anodized satin aluminum 
finish. The ASP-MG2240 can be mounted a wall or to a single gang 
electrical box. The mounting hardware is included to support most 
installation requirements.

ASP-MG2240S LED Off ASP-MG2240S LED On
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System

Type Sign, Wall Mount Illuminating Acrylic 

Application Sound Masking

Sign Verbiage Enhanced Privacy In Use

Style Diffusion

Sign Color Sign is Clear when Off , Illuminates Red when Powered On

Base Polished Aluminum

Mounting Style Flush Wall Mount or Single Gang Electrical Box 

Electrical Specifications (General)

LED Voltage 10 - 12VDC (12VDC max)

Current Draw <30mA

Termination Wired, Two Wires, Red (+) Black (-), 24" Long, 22 Gauge

Package Contents

Acrylic Sign Qty 1, "Enhanced Privacy In Use"

Sign Base Qty 1, Aluminum with Embedded LED's & Hardware

Manual Qty 1

Drywall Anchors Qty 2

Single Gang Wall Plate Qty 1, Stainless Steel

Dimensions and Weight

Sign Dimensions 4.5" x 4.5"

Base Dimensions 1" x 1" x 4"

Mounting Type Blind Locking Collet with Set Screw, 3.30" Hole Spacing 

Sign with Base H 5" x W 4.5"

Shipping Weight 1lb (0.45kg)

Enhanced
Privacy In Use

Enhanced
Privacy In Use

Enhanced
Privacy In Use

Enhanced
Privacy In Use

Mounting Options

Mount Sign to In-Wall Single Gang Mount Sign Directly to Wall
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Dimensional Drawings

Wiring Example

Enhanced
Privacy In Use

4.50"

4.50"

Wired Privacy Signs for Conference Room with ASP-MG2240 Application Example
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Architect and Engineer Specifications

The AtlasIED ASP-MG2240S shall be an energy efficient DC voltage 
powered Acrylic LED diffusion type sign featuring a multi functional 
mount viewing angles with an anodized satin aluminum finish. The  
ASP-MG2240S can be mounted on a wall or to a single gang electrical 
box. The ASP-MG2240S shall have clear frosted graphics with the 
wording "Speech Privacy In Use". When 10VDC is applied, the graphics 
illuminate red. The AtlasIED ASP-MG2240S Enhanced Privacy sign is 
used to inform the public that a Sound Masking system is in use for 
their security while having a private conversation. This wired Privacy 
Sign is designed to be integrated with the AtlasIED ASP-MG2240 Sound 
Masking Controller.

The ASP-MG2240S shall support multiple viewing angles. The  
ASP-MG2240S shall support mounting to any non glass surface or a 
single gang electrical housing. The ASP-MG2240S shall include mounting 
hardware to support most installation requirements. The ASP-MG2240S 
shall operate with 10V-12VDC and consume 30mA of current.

The ASP-MG2240S sign shall be 4.5" x 4.5" clear acrylic. The supporting 
base shall be 1" x 1" x 4" polished aluminum. The AtlasIED Speech 
Privacy Enhancement sign shall be the ASP-MG2240S.


